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The Baseline NexGen 400 is a proprietary 405 kW prime power natural gas generator engineered to deliver dependable,
low-emission power with advanced controls and fuel management technology.

Built to maximize uptime, it combines high performance, fuel flexibility, extended maintenance intervals, and intelligent
remote monitoring for demanding industrial environments. Designed to optimize efficiency and reduce operating costs, the
NexGen 400 delivers the performance and visibility customers need to keep critical operations running.

[H:% HIGHER-POWER OUTPUT

The NexGen 400 delivers 405 kW of prime power and
354 kW of continuous power through proprietary engine
controls and advanced fuel management, providing
dependable performance for demanding applications.

@ ADVANCED FUEL MANAGEMENT

The NexGen 400's advanced fuel management system
continuously monitors fuel quality and automatically
adjusts engine operation to optimize combustion,
improve efficiency, and help prevent knock and
backfiring that can lead to unplanned downtime.

@7% LOW-EMISSION PERFORMANCE

Engineered for cleaner operation, the NexGen 400 meets
EPA emissions standards and is Blue Sky certified,
achieving NOx emissions as low as 0.8 g/kW-hr to help
customers meet stringent environmental requirements
while maintaining reliable power generation.

@ INTELLIGENT CONNECTIVITY

Integrated telemetry and intelligent controls provide real-time
visibility into generator performance, utilization, fuel pressure,
and operating conditions. Supported by Baseline's
automation and control specialists, customers benefit from
proactive monitoring, customizable alerts, and remote support
to help maximize uptime.
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Genset

Model Name MNexGen 400
Voltage/Hz/Amps 480 /60 /580
Phase 3
Alternator Marathon 572
Paralleling Yes, upto 32 units
Genset Controller Basler 2020 HD
Fuel Acceptance 900 to 2400 BTU

Duel Fuel Auto-Switchover

Yes, NG <--> Propane

On Board Fuel Scrubber Yes
Cloud Based Telemetry Yes
Remote Start Yes
Dimensions, Genset only 285Lx102Wx122H
Weight, Genset only 14,085 lbs
Dimensions, Genset + Trailer 344 L x101Wx 144H
Weight, Genset + Trailer 18,080 lbs

Noise Level

85.0dbat23ft

Engine

Engine Model GV222TI
Combustion Type Spark Ignited, Rich Burn
Engine Speed 1800 RPM
Gross HP (kW) 580/434
Engine Type V-type, 4-cycle
Cylinders/Displacement 12/21.9

Aspiration Turbo Charged Air Cooled
Cooling Type Water cooled
Catalyst 3-way dual element
Fuel System Mass Flow Air + Mass Flow Gas
Exhaust

Number of Outlets 1
Outlet Diameter 6in
Stack Height from Ground 145in
Catalyst Inlet Temp @ Rated Load 1002 F
Catalyst Outlet Temp @ Rated Load 1088 F
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Electric Power Output (kW)
Rating Prime Continuous
Pipeline Gas (1000 BTU) 405 385
Wellhead Gas (1400 BTU) 391 354
Propane (2400 BTU) 260 260

*Testing conducted at 82 F and 1400° elevation. Engine power will de-rate 10% at 100 F

Fuel Consumption

Load % 25%  50% 75% 100%
Matural Gas (MCF/day) 40 65 89 116
Propane (Gal/day) 340 538 799 937

Emissions (in GramsperHP—nr)

Load % 25% 50%  75% 100%] Avg
Natural Gas (1000 BTU)

NOx (grams per HP-hr) 0.02 003 003 0.06) 0.04 e-
CO (grams per HP-hr) 0.16 029 040 067 0.38
Wellhead Gas (1400 BTU)
NOx (grams per HP-hr) 0.01 0.07 0.14 0.12} 0.09
CO (grams per HP-hr) 028 049 093 0.93| 0.65
Liquid Propane (2400 BTU)
NOx (grams per HP-hr) 0.02 0.10 0.11  0.15} 0.09
CO (grams per HP-hr) 043 043 042 097 0.56
*Emissions values presented are “non-deterorated”
EPA Mobile Standard
NOx (grams per HP-hr) 20 °
CO (grams per HP-hr) 3.3
Quad J Standard
NOx (grams per HP-hr) 1.0
CO (grams per HP-hr) 2.0

Fuel & Physical Connections

NG Fuel Inlet 2.00 inch NPT

LP FuellInlet 0.50 inch NPT

Scrubber Condensate Dump Line 0.50inch NPT

Min / Max Scrubber Inlet Fuel Pressure (psi) 30/100

Min / Max Engine Inlet Fuel Pressure (in WC) 7114
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